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Disclaimer 

 

 

 

 

 While every effort has been made to ensure the accuracy of this document, Rust Sales, Inc. 

and GK Technology assume no responsibility for omissions or errors. Nor is any liability as-

sumed for damages resulting from the use of information contained in this manual. 

 

 Rust Sales, Inc. and GK Technology shall not be responsible or liable for incidental or conse-

quential damages; or a loss of anticipated benefits or profits; or work stoppage; or loss or im-

pairment of data arising out of the use, or inability to use the control software or computer or 

any other components. 

 

 

 Except as set forth above, Rust Sales, Inc. and GK Technology shall have no obligation or lia-

bility of any kind on account of any of its equipment and shall not be liable for special or conse-

quential damages. Rust Sales, Inc. and GK Technology make no other warranty, express or im-

plied, and specifically, Rust Sales, Inc.  and GK Technology disclaim any implied warrant or 

merchantability or fitness for a particular purpose. Some states or provinces do not permit limi-

tations or exclusions of implied warranties or incidental or consequential damages, so the limi-

tations or exclusions in this warranty may not apply. 

 

 

  As with all wireless and satellite signals, several factors may affect the availability and accura-

cy of wireless and satellite navigation and correction services.  Therefore Rust Sales, Inc. and 

GK Technology cannot guarantee the accuracy, integrity, continuity, or availability  of these ser-

vices and cannot guarantee the ability to use Rust Sales, Inc.  and GK Technology’s  systems 

or products used as components of the systems, which rely upon the reception of these signals 

or availability of these services. Rust Sales, Inc.  and  GK Technology accept no responsibility 

for the use of any of these signals or services for other than the stated purpose. 
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Limited Warranty Statement 

 

 

 

 Rust Sales, Inc. and GK Technology warrants each product that they manufacture to be free 

from defects in material and workmanship. This warranty is applicable only for the normal ser-

vice life expectancy of the product or components, not to exceed 12 consecutive months from 

the date of the delivery to the original purchaser. This warranty coverage applies only to the 

original owner and is not transferable. Under no circumstances will it cover any merchandise or 

components thereof, which in the opinion of the company has been subject to misuse, unau-

thorized modification, alterations, improper installation, maintenance, an accident or if repairs 

have been made with parts other than those obtained through Rust Sales, Inc. 

 

 SD Drain Packages  can include products that are NOT manufactured by Rust Sales, Inc. and 

GK Technology.   These products carry their own respective warranty.  Rust Sales, Inc. will 

make warranty claims to these companies on behalf of  the end user when a  suspected war-

ranty failure has occurred.   

  

 Our obligation under this warranty shall be limited to repairing at our facility or replacing, free of 

charge to the original purchaser, any part that, in our judgment, shall show evidence of such 

defect, provided further that such part be returned within 30 days from the date of failure to 

Rust Sales, Inc. routed through the dealer from whom the purchase was made, transportation 

charges prepaid. Proof of purchase must also accompany the returning defective part. 

 

 This warranty shall not be interpreted to render Rust Sales, Inc.  and GK Technology liable for 

injury or damages of any kind or nature to person or property. This warranty does not extend to 

the loss of revenue, extra labor cost associated with downtime, substitute machinery, rental, or 

for any other reason. 

 

 Except as set forth above, Rust Sales, Inc. and GK Technology shall have no obligation or lia-

bility of any kind on account of any of their equipment and shall not be liable for special or con-

sequential damages. Rust Sales, Inc. and GK Technology make no other warranty, express or 

implied, and specifically, Rust Sales, Inc.  and GK Technology disclaim any implied warrant or 

merchantability or fitness for a particular purpose. Some states or provinces do not permit limi-

tations or exclusions of implied warranties or incidental or consequential damages, so the limi-

tations or exclusions in this warranty may not apply. 

 

 This warranty is subject to any existing conditions of supply which may directly affect our ability 

to obtain materials or manufacture replacement parts. 

 

 No one is authorized to alter, modify or enlarge this warranty nor the exclusion, limitations, and 

reservations. 
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Safety 

Safety Precaution-Remember, YOU are ultimately responsible for your safety 

and the safety of those around you! 
 

 When working with or near these systems, please observe the following safety measures: 

 

 Be alert and aware of surroundings. Do not operate machinery or systems under the influence 

of alcohol or an illegal substance.  Remain in the operator’s position and be in complete control 

at all times when systems are engaged. 

 

 Determine and maintain a safe working distance from other machinery, equipment, obstacles, 

farm personnel, and people. The operator is responsible for proper disengagement of all      

systems once safe working distance has been determined. 

 

 Know your software!! The DAC will only move as is called for by a controller package. The    

operator is required to know how his software package functions and when it could possibly 

send movement commands to the DAC controller. 

 

Hydraulic Safety Requirements  
 Machine must be off, isolated, and stationary while installation and maintenance is being      

performed. When disconnecting hydraulic hoses, be aware that the hydraulic oil within the   

system may be hot and under high pressure. Caution must be exercised. 

 

 Any work carried out on the hydraulic systems must be performed in accordance with the 

equipment manufacturer’s approved maintenance instructions. Rust Sales, Inc. recommends 

that appropriate protective equipment be worn while working on the hydraulic system.  

 

 Warning: It is imperative that all hydraulic hoses are connected to the relevant components.  

Failure to connect the hydraulic hoses correctly will cause damage to the system. 

 

Electrical Safety Requirements 
 Do not reverse the power leads. Doing so will cause severe damage to the equipment.  

 

 Always check to make sure the power leads are connected to the correct polarity. 

 

 Ensure that the power cable is the last cable to be connected. 
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                   EULA    Page 1 of 2 

END-USER LICENSE AGREEMENT 
FOR GK Technology, Inc. – SD Drain 
IMPORTANT-READ CAREFULLY 
 
This GK Technology, Inc. End-User License Agreement (“EULA”) is a legal agreement between you (either an individual or a single entity) 
(“LICENSEE”) and GK Technology, Inc. for the software product(s) accompanying this EULA, which include(s) computer software and may include 
"online" or electronic documentation, associated media, and printed materials (''SOFTWARE PRODUCT''). 
 
By installing, copying, or otherwise using the SOFTWARE PRODUCT or any UPDATES (as defined below), you agree to be bound by the terms of 
this EULA.  If you do not agree to the terms of this EULA, do not install, copy, or use the SOFTWARE PRODUCT, and promptly return the entire 
unused SOFTWARE PRODUCT to your place of purchase for a full refund. 
 
In addition, by installing, copying, or otherwise using any updates or maintenance releases that you have received as part of the SOFTWARE 
PRODUCT (''UPDATES''), you agree to be bound by the additional license terms that accompany such UPDATES. If you do not agree to the addi-
tional license terms that accompanies such UPDATES, you may not install, copy, or use such UPDATES. 
 
SOFTWARE PRODUCT LICENSE 
Copyright laws and international copyright treaties, as well as other intellectual property laws and treaties protect the SOFTWARE PRODUCT.  The 
SOFTWARE PRODUCT is licensed, not sold.  The SOFTWARE PRODUCT consists of product documentation, sample applications, tools and utili-
ties, and miscellaneous technical information, (individually identified as "COMPONENT"  and collectively as "COMPONENTS").  The rights regarding 
the COMPONENTS of the SOFTWARE PRODUCT are described below unless otherwise indicated. 
 
1.  GRANT OF LICENSE.  GK Technology, Inc. grants to you as an individual a personal, nonexclusive, nontransferable license to make and use 
copies of the SOFTWARE PRODUCT in the manner provided below.  If you are an entity, GK Technology, Inc. grants to you the right to designate 
one individual within your organization to have the right to use the SOFTWARE PRODUCT in the manner provided below.  You may use this SOFT-
WARE PRODUCT on a networked system provided that the number of SOFTWARE PRODUCT users on the network at one time does not exceed 
the number of licensed copy(ies)of the SOFTWARE PRODUCT.  GK Technology, Inc. retains title and ownership of the SOFTWARE PRODUCT or 
any copy. 
 
2.  COPY RESTRICTIONS.  This SOFTWARE PRODUCT and the accompanying COMPONENTS are copyrighted.  Unauthorized copying of the 
SOFTWARE PRODUCT, including any part of the SOFTWARE PRODUCT that has been modified, merged, or included with other software, or of 
the  COMPONENTS is expressly forbidden.  You may be held legally responsible for any copyright infringement that is caused or encouraged by 
your failure to abide by the terms of this EULA.  Subject to these restrictions, you may make one (1) copy of the SOFTWARE PRODUCT solely for 
backup purposes.  You must reproduce and include the copyright notice on the backup copy.  You may not copy the printed materials accompanying 
the SOFTWARE PRODUCT, or print multiple copies of any user documentation. 
 
3.  USE RESTRICTIONS.  As the LICENSEE, you may use the SOFTWARE PRODUCT on one computer at one time and place.  You may not dis-
tribute copies of the SOFTWARE PRODUCT to others.  You may not modify, adapt, translate, reverse engineer, decompile, disassemble, or create 
derivative works based on the SOFTWARE PRODUCT.  You may not modify, adapt, translate, or create derivative works based on the written mate-
rials without the prior written consent of GK Technology, Inc. 
 
4.  TRANSFER RESTRICTIONS.  This SOFTWARE PRODUCT is licensed only to your, the LICENSEE, and may not be transferred to anyone 
without the prior written consent of GK Technology, Inc.  Any unauthorized transferee of the SOFTWARE PRODUCT shall be bound by the terms 
and conditions of this EULA.  Enabling others to use your registration code(s) or serial number(s) is strictly prohibited.  In no event may you transfer, 
assign, rent, lease, sell, or otherwise dispose of the SOFTWARE PRODUCT on a temporary or permanent basis except as expressly provided here-
in. 
 
5.  TERMINATION.   This EULA is effective until terminated.  This EULA will terminate automatically without notice from GK Technology, Inc. if you 
fail to comply with any provision of this EULA.  Upon termination you shall destroy the written materials and all copies of the SOFTWARE PRODUCT 
previously licensed to you. 
 
6. UPDATES AND UPGRADES.  GK Technology, Inc. may create, from time to time, updated versions of the SOFTWARE PRODUCT.  At its op-
tion, GK Technology, Inc. will make such updates available to the LICENSEE.  If the SOFTWARE PRODUCT is being licensed to you as an update 
or upgrade to a SOFTWARE PRODUCT previously licensed to you, you must destroy the  SOFTWARE PRODUCT previously licensed to you, in-
cluding any copies  resident on your hard-disk drive(s) within thirty (30) days of the purchase of the  license to use the update or upgrade. 
 
7.  SUPPORT SERVICES.  GK Technology, Inc. may provide you with support services related to the SOFTWARE PRODUCT ("Support Services"). 
Use of Support Services is governed by the GK Technology, Inc. policies and programs described in the user manual, "online" documentation, and/
or GK Technology, Inc. provided materials.  Any supplemental items provided to you as part of the Support Services shall be considered part of the 
SOFTWARE PRODUCT and subject to the terms and conditions of this EULA. With respect to technical information you provide to GK Technology, 
Inc. as part of the Support Services, GK Technology, Inc.  may use such information for its business purposes, including for product support and 
development. GK Technology, Inc. will not utilize such technical information in a form that personally identifies you. 
 
8.  COPYRIGHT. All title and copyrights in and to the SOFTWARE PRODUCT, the accompanying printed materials, and any copies of the SOFT-
WARE PRODUCT, are owned by GK Technology, Inc.  The SOFTWARE PRODUCT is protected by copyright laws and international treaty provi-
sions. Therefore, you must treat the SOFTWARE PRODUCT like any other copyrighted material except that you may either (a) make one copy of 
the SOFTWARE PRODUCT solely for backup or archival purposes, or (b) install the SOFTWARE PRODUCT  on a single computer provided you 
keep the original solely for backup or archival  purposes. You may not copy the printed materials accompanying the SOFTWARE PRODUCT. 
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EULA   Page 2 of 2 

 
9.  UPDATE LICENSE TERMS. Additional license terms may accompany UPDATES.  By installing, copying, or otherwise using any UPDATE, you 
agree to be bound by the terms accompanying each such UPDATE.  If you do not agree to the additional EULA terms accompanying such UP-
DATES, do not install, copy, or otherwise use such UPDATES.  
 
 
10.  EXPORT RESTRICTIONS. You agree that neither you nor your customers intend to or will, directly or indirectly, export or transmit the SOFT-
WARE PRODUCT or related documentation and technical data (or any part thereof), or your software application product to any country to which 
such export or transmission is restricted by any applicable U.S. regulation or statute, without the  prior written consent, if required, of the Bureau of 
Export Administration of the  U.S. Department of Commerce, or such other governmental entity as may have  jurisdiction over such export or trans-
mission. 
 
11.  U.S. GOVERNMENT RESTRICTED RIGHTS. The SOFTWARE PRODUCT and documentation are provided with RESTRICTED RIGHTS.  
Use, duplication, or disclosure by the Government is subject to restrictions as set forth in subparagraph (c)(1)(ii) of The Rights in Technical Data and 
Computer Software clause at DFARS 252.227-7013 or subparagraphs (c)(1) and (2) of the Commercial Computer Software-Restricted Rights at 48 
CFR 52.227-19, as applicable.  Manufacturer is GK Technology, Inc., 204 5th Street East, Halstad, MN 56548. 
 
DISCLAIMER OF WARRANTY 
 
NO WARRANTIES.  
THE SOFTWARE PRODUCT IS PROVIDED "AS IS" WITHOUT WARRANTY OF ANY KIND.  TO THE MAXIMUM EXTENT PERMITTED BY AP-
PLICABLE LAW, GK TECHNOLOGY, INC. AND ITS SUPPLIERS DISCLAIM ALL WARRANTIES, EITHER EXPRESS OR IMPLIED, INCLUDING, 
BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE AND ANY WARRAN-
TY AGAINST INFRINGEMENT, WITH REGARD TO THE SOFTWARE PRODUCT.  THIS LIMITED WARRANTY GIVES YOU SPECIFIC LEGAL 
RIGHTS.  YOU MAY HAVE OTHERS, WHICH VARY FROM STATE/JURISDICTION TO STATE/JURISDICTION. 
 
CUSTOMER REMEDIES 
GK TECHNOLOGY, INC'S ENTIRE LIABILITY AND YOUR EXCLUSIVE REMEDY SHALL NOT EXCEED THE PRICE PAID FOR THE SOFTWARE 
PRODUCT. 
 
NO LIABILITY FOR DAMAGES 
TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, IN NO EVENT SHALL GK TECHNOLOGY, INC. OR ITS SUPPLIERS BE LIA-
BLE FOR ANY DAMAGES WHATSOEVER (INCLUDING, WITHOUT LIMITATION, DAMAGES FOR LOSS OF BUSINESS PROFITS, BUSINESS 
INTERRUPTION, LOSS OF BUSINESS INFORMATION, OR ANY OTHER PECUNIARY LOSS) ARISING OUT OF THE USE OF OR INABILITY TO 
USE THIS GK TECHNOLOGY, INC. PRODUCT, EVEN IF GK TECHNOLOGY, INC. HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAM-
AGES.  BECAUSE SOME STATES/JURISDICTIONS DO NOT ALLOW THE EXCLUSION OR LIMITATION OF LIABILITY FOR CONSEQUENTIAL 
OR INCIDENTAL DAMAGES, THE ABOVE LIMITATION MAY NOT APPLY TO YOU. 
 
MISCELLANEOUS.  This Disclaimer and Limitation of Liability are governed by the laws of the State of Minnesota.  If this product was acquired 
outside the United States, then local law may apply.  
 
Should you have any questions concerning this EULA, or if you desire to contact GK Technology, Inc. for any reason, please contact in writing:  
 
GK Technology Inc. 
204 5th Street East 
Halstad, MN 56548 
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Initial Program Set Up 

Before starting SD Drain, the GPS receiver being used must be set to 

output specific parameters.  The next few pages show how to set    

parameter outputs for different GPS receiver brands.   

 
                     GPS Settings that need to be set before connecting to SD Drain: 
Baud Rate 
 Set at 57600 or 38400 (57600 is preferred) 
 
NEMA Strings 3 Required 
 GGA — 10Hz or 5Hz (only use 5Hz if 10Hz is unavailable) 
 GSA —  1Hz 
 RMC or VTG (RMC is preferred) - 1Hz  
 
NEMA String 1 Optional 
 GST—1Hz 

1 

John Deere 3000/6000/ITC Settings for SD 
Drain 

 

Plug the 3000 or ITC Globe to a John Deere screen 2630, 2600, 1800, command center, or Brown 
Box. 

Go to the Globe settings on the Globe. 

Change the Baud Rate to 57600 (38400 for ITC). 

Set the HZ to 10 (5 for ITC). 

Turn GGA, GSA & RMC  “ON”   (Make Sure ALL the rest are OFF). 

Turn TCM (Terrain Compensation Module) OFF.   

Go back to home page and confirm the globe is getting RTK GPS. (Change tower network ID’s if you 
need too) 

Verify RTK GPS before powering down. 

Power the John Deere screen completely off. 

Setting GPS Receiver Output Data 
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Initial Program Set Up 

Setting GPS Receiver Output Data 

1 Trimble  (262/252/372) Settings 
  

 

 

 Double Click on Ag Remote on the computer.     

 Select File and Connect. 

 Verify COM port then click OK. 

 Press the right arrow until it displays Configuration. 

 Press the down arrow once. 

 Press the right arrow until it displays GPS Config. 

 Press the down arrow until it displays Position Rate. 

 Verify it displays 10 HZ.  If it does not, change it by pressing the enter button, use the up or 

down arrows until it reads 10hz then press enter again. 

 Press the up arrow until displays GPS Config.                             

 Press the right arrow until it displays Port A.                        

 Press the Down arrow until it displays NMEA 1.    

 Verify that GGA, GSA and RMC are in CAPS indicating that the message is on. If you need 

to change press the enter button, use the right button until the field you want to change is high-

lighted, use the up/down button to change, then press enter to exit edit mode when all changes 

have been made. 

 Press the down button until it gets to NMEA output rate. 

 Verify NMEA output is set to ASAP. If it is not, change it by pressing the enter button then using 

the up or down arrow until it reads ASAP then press enter again.              

 Press the up or down arrow until it shows Port A in/out.  Change the display to look like the ex-

ample below. (1) Press the enter button to enter edit mode. (2) Use the right button to highlight 

the field that needs to be change, then use the up/down buttons to change the field.  Repeat 

step 2 until all fields are correct. 

 

      I - TSIP - 57.6k  

O - 8N1 - NMEA - 57.6k   
 

Press the enter button and that will disconnect the GPS from AG remote. Exit Ag remote and 

start SD Drain. 
      

Notes: 

Confirm RTK is working on the Trimble receiver before changing settings.  Change tower net-

works if needed.   

Confirm GGA, GSA and RMC are the only NMEA messages that are on in NMEA 1,2 & 3  

 
               ^ 
      Enter Button 
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Tap the SD Drain icon to start the program. 

Initial Program Set Up 

The initial program setup has to be done once before using the SD Drain Ditch 

package.   This initial setup is necessary to define user and equipment parame-

ters and ensure proper connectivity to the gps receiver and automatic machine 

control modules. 

2 
Power on Control Computer 

Rocker switch behind the lower 

right back of the computer.   Press 

and hold the rocker power switch 

for 10 seconds to turn the comput-

er on. The indicator lights at the 

bottom will turn BLUE momentary 

and the blue power light will stop 

flashing when the control comput-

er is “Starting”.   

Farthest left button on the bottom 
of the screen 

Top button on right hand side of the screen 
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Initial Program Set Up 

3 
First tap to read the EULA, then   Scroll down to read the disclaimer 

and  Last tap to Agree or Do NOT Agree.  

EULA and Disclaimer  

Note:  Every time the program is started the user must tap 

Agree or Do NOT Agree on the Terms of User screen 
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Initial Program Set Up 

Data Path: only change if 

told to do so by tech support 

 

Grower: Add grower using 

the “+” button or choose 

Grower using dropdown 

menu. 

 

Farm: Add Farm using the 

“+” button or choose Farm 

using dropdown menu. 

 

 Field: Add Field using the 

“+” button or choose Field 

using dropdown menu. 

 

Note: it is critical to label 

each field you are in for  

future reference. 

Select one of these Project options: 
 
Projects: Displays all created projects for the field.  
 
New Project - Select for starting a new Tile project.  
 
To load a previous project - highlight the desired past project.  When a previous project is selected the 
work that has been completed and images loaded for that project will display on the screen. 
 
Press the “Continue” button. 
 
Note: To delete an old, unwanted project, highlight it in the project list and click the trash can. You will 
be prompted to confirm you want to send the project to the trash can. Select Yes to confirm or No to 
cancel. 
 

4 
Input User Information 

Follow instructions below to enter the appropriate information. You must choose a 

Project to load before advancing to the next screen. 
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Initial Program Set Up 

UTM Zone Setup  

 
UTM - (Universal Transverse Mercator). A projected coordinate system that divides the world 
into 60 zones running North to South, at every 6 degrees of Longitude. This is the projection in 

within the software. Selecting the correct UTM zone is critical to ensure your location is accurate. 

4 
Set the UTM Zone where SD Drain will be operating. (see maps below) 

For more information, do a internet search “what UTM zone am I in?”    

                         
                      Press UTM to set the zone.  Once set, it will automatically be saved. 

USA UTM ZONES Canada UTM ZONES 

Once the UTM has 

been selected, click 

the “Continue” button 

If UTM is incorrect 

Backgrounds &     

Elevation layers will 

not lineup.  

 

The UTM will show 

an error if out of UTM 

by more than 50 

miles. 
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Initial Program Set Up 

5 
Input Field Information 

Select the Layers you would like for Background data or Benchmarks.  

Loading Layer Data 
 
Under any layer, you can choose files that exist in the field’s data folder, or Browse out to another  
location to get data (USB or location on hard drive).  
 
If you Browse out, the selected data will be copied back to the “Field” folder. Once you have clicked 
“Start Project” you can remove the USB if this was the location of the data.  
 
You DO NOT have to load any data if you don’t want background images / lines / boundaries.  
 
If you are loading a project that had data loaded previously, all the data will automatically populate 
as before (note: previous files will be “From GKML”. 
 
When finished selecting desired Layers, click the “Start Project” button. 

 

If you want to load 

background layers, 

work through the 5 

layer tabs.  

 

If you are unsure of 

the Project or Field 

selected, Click the 

“Back” button. 

 

If you do not want to 

load any other data, 

& want to start tiling, 

click “Start Project” 
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Initial Program Set Up 

6 
The next few steps will have default settings for most sections.  It is recommend-
ed to only change the default settings after using the program for a period of time 
or by the direction of a technician.  Tap on the “Settings” icon to open.     . 

Settings Button 

Note: Bottom button will toggle between 
“Main Screen” & “Settings” upon each “tap”. 

 
 
 
 
 

Cannot Toggle if Start Install is enabled  
Or if Start Survey is enabled. 
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Initial Program Set Up 

Settings Buttons 
GPS Button 

7 
After tapping the “Settings” icon tab, you will see the  settings screen. 

 

Select the “GPS” button.  

 

Notice: Tapping a Button,  

 Several Tabs will appear 

 Tabs will be relevant to Button tapped 

 
 
 
 Then select “GPS Control” and proceed 
to the next page of this manual. 

Note: Bottom button will toggle between 
“Main Screen” & “Settings” upon each “tap”. 

 
 
 
 
 

Cannot Toggle if Start Install is enabled  
Or if Start Survey is enabled. 
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Initial Program Set Up 

Select the proper  

Port & Baud settings 

 

 

Preferred Settings: 

Port:  COM 1 

Baud: 57600 

 

It is advised to always 

connect GPS into COM1, 

which is labeled GPS on 

the back of the computer.  

Preferred baud rate is 

57600 if available. 

Note: If 57600 is not 

available, 38400 is        

acceptable. 

 

GPS Button 
GPS Control Settings 

8 
After selecting “GPS” button, notice five GPS sub tabs. Choose “GPS Control” button. 

SD Drain detects the GPS receiver and sets the GPS parameters automatically as   

required by SD Drain.  Follow the instructions below to detect and start the GPS       

receiver. Be sure all cables are connected from the GPS receiver to control computer 

first. 

Note: 
Hertz Est.— reading the “Sentences Received”  (Hertz rate based on NEMA strings read). 
 
  Hertz (Pkts, sec)  of   0.10    =   10 hz 
  Hertz (Pkts, sec)  of   0.20    =     5 hz 
  Hertz (Pkts, sec)  of   0.50    =     2 hz 
  Hertz (Pkts, sec)  of   1.00    =     1 hz 
 
 
After you see that GPS is detected in the  status section and “Start” has been tapped,  proceed to 
the next page to set up the DAC auto controller. 

GPS NEMA 
SD Drain Requires 

-GGA 10hz (or 5hz) 

-GSA 1hz (to 10hz) 

-RMC or VTG 
1hz (to 10hz) 

Optional 
-GST 1hz (to 10hz) 
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Initial Program Set Up 

Select “Start” button.  If the DAC is not  

detected check your settings and try again.  

DAC Port Selection 
Serial Ports: 

COM2 - External DAC 
(VX601)  

COM3 - External DAC 

COM9 - Internal DAC 

(most common) 

 
Internal DAC may be on 

another port.  If one of these 

ports is not listed check De-

vice Manager to determine 

port or call tech support  

DAC Button 
DAC Control Settings 

9 
The DAC module controls the tractor’s hydraulic SCVs  (Selective Control Valves ) or 

can be connected to external hydraulic valves.  See the 2016 DAC installation manu-

al for proper tractor connection instructions. 

Select the “DAC” tab and then “DAC Control”. 

When DAC DETECTED  appears in the status screen, proceed to the next page to enter Machine 

settings. 

If there are problems connecting to the DAC, check the Port #. If it is an External DAC, check wir-

ing and confirm the correct lights are on. 

  

Connecting to John Deere Tractors. Make sure the tractor is shut off / powered down before con-

necting the DAC wiring. The DAC and PC must be powered up before starting tractor for the CAN 

network to recognize the DAC. 

DAC Wireless  
Settings: 

IP 127.0.0.1 

Port 8703 
Aux Ports are for additional 

sensors.   

Slope Sensor: Port 8705  
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Initial Program Set Up 

DAC Button-DAC Settings 
Slope Sensor 

If you have installed a slope sensor go to the DAC Settings page to enable using the 

sensor and to level (Tare) the plow.  It is recommended that you recheck the level 

every time you disconnect the plow. 9

Use the “Pitch Adjustment” to change 
the pitch of the plow while installing.  
Typically you will want to enter a nega-
tive number to nose the plow down 
slightly. 

Checkmark this box to turn on Pitch/Roll 
messages.  These messages allow SD 
Tile to compensate for tilt of the GPS globe 

Checkmark this box to allow SD Tile to 
control the pitch of the tile plow. 

Checkmark this box to enable the slope 
sensor 

To tare (zero) the Slope Sensor find a location which is level for the Roll (left/right tilt).  
This can be done in a building or on a flat pad by a building since it does not require 
GPS.  The best place to measure this angle is on the side of the GPS mast (a magnetic 
level works well for this).  Get the plow as close to level as you can then press the “Tare 
Roll” button.   
 
Once you have the roll calibrated you can move on to the pitch.  Place the level on the 
bottom of the boot and use the hydraulics to bring it level.  Press the “Tare Pitch” button 
to calibrate the pitch angle. 
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 Initial Program Set Up 

 

Use Calculator to auto 

calculate the Plow to 

Ground and follow the 

instructions in the pop 

up boxes 

 

 
 

Program Button 
Machine Tab 

10
Input the required settings for the Machine you are working with.       

    Note the instruction box to the right.  Accuracy of these inputs is important. 

Select the “Program” tab then “Machine” tab to access this menu. 

Definitions: 
 
 
 
Plow to Ground:  The Distance from the Plow to flat ground in inches (have the Plow po-

sitioned all the way up (normal raise position)). Touch the Calculator 
to read automatically.  GPS is needed.  

 
GPS Globe Height:  The height from the GPS globe to the ground in inches (position Plow 

flat on the ground). 
 
GPS Offset Fore(+)/Aft(-):  The distance, in inches, from the GPS globe to the tip of the Plow. 
 
GPS Offset Left(+)/Right(-): The distance, in inches, from the GPS globe to the center of the Plow. 

 After all values are filled in, this will finish the initial setup. Suggest doing a Test Tile (step 11) 
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 Initial Program Set Up 

 

After all values are filled in and Settings Tested, 
you may now start installing Tile. 

11It is recommended that the first survey / install be a very short run or pass with good 

grade or fall.  

Length must be longer than 50 feet & suggest less than 300 feet long for process.  

 DO NOT do a long survey. This is just for testing, not putting pipe in the ground. 

——————————————————————–—————-———————— 

Raise Plow & Tap—Start Survey button. 

 Drive the survey in direction of water flow. 

Tap—Stop Survey button. 

 Turn around—Drop the plow to the “Ground Surface”. Confirm that the Plow hits 

the ground, the SD software shows you at “Ground Level”. 

 If Plow is too High or too Low : 

 - Take note of how much you think the Plow is off (inches). 

 - Go to previous Step 10 (Machine Settings Button). 

 - Manually adjust “Plow to Ground” #  to correct value (using keypad). 

Get “Plow to Ground” correct before moving on to next step! 
——————————————————————————————————————————————————————— 

Drive Forward and slowly put the plow in the ground, roughly 2 1/2’ to 3’ deep.  
 

Tap   —   “Start Install” button (Green Auto Plow OFF) 

  >>> switches to “Stop Install” button (Red Auto Plow ON) 

 Note: some tractors may have to be moving for “Auto” to 

enable and / or may have to click hydraulics into “Float” “Detent” or “1-3 Switch” . 

—————————————————————————— 

If Plow is non responsive: 

 1. Confirm all the wiring is good.  

 2. Make sure the DAC is responding.  

 3. Make sure all the “Tractor” settings are correct (Detent / 1-3 Switch). 

 4.Confrim SD says “Auto Enable”. 

 

Repeat steps 10 & 11 till Plow performs correctly.  

Recommendation to do a Test Tile 
New SD Installs  

Or  
First Tile Install of the Season 

Details on these functions. 

See next page. 
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Quick Reference Guide—Tile 

Start at the top of the tile line with the Tile Plow all the way up. 
 
Select “Start Survey”. 
 
         Note: Profile generates at the bottom as you drive. 

Drive the Tile line in the direction of the flow of the water.  
 

Follow exactly where you want the tile line to be, all the way to 
the Outlet or Connection point.  
 

Select “Stop Survey” at the Tile Outlet or Connection point.  
 

 Note: Profile now has Min / Ideal / Max depths showing 
 

Turn Tile Plow around & position the Plow X - Y where to start 
installing tile.  
 

Lower plow to the correct Outlet or Connection depth.   
 

Select “Green” “Start Install” button  
 

It will turn “Red”, and display “Stop Install”. This means 
automatic control of the hydraulics is enabled. 
 

Tap “Stop Install” when you have finished the install. 
 

Raise the Tile Plow all the way up. 

Flags—indicate the “Install” deviates greater/less than “Max Elev. Variance”. 
 

Return to the top of the page to start a new run.  



24 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

Window Button: 
 

Tap the window button to display the options 
shown below.  

 
Touch / Hold & Slide up or down will make 

the map window or profile window larger of 
smaller.  

Window Button 

Overhead Map/ 3D Map 
 

Tapping on this area will toggle be-
tween Overhead Map (default) and  

3D Map (requires topo.grd) 

 

Side Profile: 
 

This graph will show the side 
view cut screen of the tile line 

that is selected. 

Overhead Map:  
View all tile lines, flags, back-
ground images, topo maps, bench-
marks and boundaries. On this 
map, North is always on the top 
and the cursor will rotate. Also, 
touching a tile or guidance line will 
change selection.  
 
3D Map:  
View topo maps, background im-
ages, and installed and surveyed 
tile. In this view, the map rotates 
and the cursor is always going to 
the top of the screen. Cannot 
change line selection by touching 
the screen.  
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Side Profile View 

 
After tapping “Start Survey”  - The “Profile” will generate as you drive the 

path of the Tile line to install. (Note: only shows ground elevation) 

 

Upon tapping “Stop Survey” -  Profile will show Max / Min / Ideal / Design.  

View shown below 
 

As the Plow is lowered into the Starter Hole the “Design Line” will re-generate / calcu-

late as lowered.  
 

At this time you can - (most functions are available during Install) 

 - Grade—Adjust using the “+ -” buttons 

 - Options—Turn on / off Graph Lines (check mark = visible) 

 - Edit—Change Max / Min / Ideal Depths & Bottom-Avg & Delete Survey Points 

 

 - Tapping the “Profile Area” will show “Vertical Line” and give “Stats” for that area. 

  See the stats in example below 

  Moving GPS will make the Stats box and line disappear. 

Tapping “Start Install” or “Start Survey” will disable the “Edit” & “Stats Box” 
function of the Profile 
 
“Start Install” will lock in the “Design Line” 
 
Note: Sliding your finger in the profile may move the profile view. Moving the tractor 
will reset the Profile View. 
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Side Profile View 

 

Design 
Line 

Surface 
Elevation 

After the survey is complete, the Side Profile will display the surveyed data, 
as well as the designed Tile. 

Elevation is displayed on the left side of the graph.  The distance from the Outlet is 

displayed along the bottom of the graph. This scale will change based on the 

length of the Run, and whether the user has zoomed in or out. 

 

The Design Line will be displayed in blue.  This line is the gradeline SD Drain has 

designed based on the survey data, using the Minimum Grade, Minimum Depth, 

Maximum Depth and Ideal Depth settings.  

 

 

Below the graph is a legend showing what the items on the graph are displaying.  

Included in this information is the ideal depth, grade line, installed line, and max 

and min depths.  

 
 

Minimum 
Depth  

Maximum 
Depth 

Ideal 
Depth  
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Main Screen –Values View 

 
Below is a list of the parts of the “Main Operating Screen”. Highlighting the Buttons 

and Tools in this window.  

 
 

     Horizontal Indicator             Distance Off Line                           GPS Elevation 

Vertical Distance Off Design Line         Options/Edit Button          Grade Buttons 
 
All of the Locations listed in the (Area 1-2-3-4 Boxes) are adjustable by “right click” or 
a “Push and Hold down for 3 seconds”.  
 

A list will appear and you can choose the value you would like to monitor while in-
stalling tile.    

Examples: Time, Speed, Heading, VDOP, Satellites, Overcut Depth, Install 
Depth, Install Grade to name a few (defaults are shown above). 

Window Button 

Area 1 
 

Area 2 
 

Area 3 
 

Area 4 
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Quick Access Buttons—Main Screen 

Start Survey: 

This button allows the user to Start and Stop Surveys.  

Start Install/Stop Install 

This button will allow the user to use Automatic control of 

the implement’s hydraulics.  

 
NOTE: During a survey, this will also pause & resume the survey.   

Settings: 

Touch this to acquire access to the Settings buttons  

NOTE: Toggles to “Main Screen” Button.  

Line: 

This button will allow the user to view information about the line. 

Zoom Out: 

Tap this button to zoom out from the center of the screen. 

Zoom In:  

Tap this button to zoom in to the center of the screen. 
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Starting a Survey 

Start Survey:  

Touch the “Start Survey” button when you are at the top of the run 

with the Plow up. Drive toward the outlet, following exactly where 

the tile run will be laid.  Remember to leave the Plow all the way up 

during the entire survey. 

Stop Survey: 

When you get done with the survey, touch the “Stop Survey” button. 

This will finish the survey and design the Tile Run. To start a run in 

this project, just touch the Start Survey button, repeating the above 

steps. 

Pause Survey: 

The “Pause Survey” button can be used 

to pause the survey if you need to go 

around a pole, culvert, water, etc.   

Resume Survey: 

To resume the current survey, select 

“Resume Survey”, which will restart the 

survey from the current point.  

NOTE: Pause and Resume buttons will show in the position of the “Start Install” button 
once the “Start Survey” button has been tapped.  
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Background / Elevation Button 

If you have loaded  both a Background Image & Elevation map.  

 

Overhead Map View 

Background    Elevation 

 

 

 

 

This option will toggle the view in the Overhead Map and 3D Map independently.  

3D Map View                                         Elevation 

 

Contour          

                                    

Background 

In 3D Map View 
 
More options 
Of how to  
Show your  
Elevation Data 
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Options & Edit Button 

Editing a Survey 

To remove points from the survey line simply select a start point and an end point on the soil 
surface.  Edit function will remove all the survey points in the area between these two points.  
This function can be repeated many times (suggest not doing more than 5 areas on 1 line).  
 
Definitions: 
Edit: 
 Cancel: Returns to working screen without saving design. 
 Reset Graph: Returns to original design. 
 Undo: Returns design to previous edit. 
 Preview: View proposed edit. 
 Done Editing:  Saves new design and returns to working screen. 
Graph Lines: Checking boxes will make lines visible (Target Depth = Design Line) 
Zoom In: Zooms in on the Profile. Note: slide your finger to move the profile. 
Zoom Out: Zooms out on the Profile. Note: slide your finger to move the profile. 
Zoom All: View the entire Tile Profile 
Pan: You are able to pan the view by moving your finger while it is still in contact with  
 the screen. 

Options & Edit: Feature will allow removal of points from the survey line and depth and 
grade adjustments.  

Examples would be removing Ditch or removing a survey started  too far over a hill.  

Note: Sliding your 
finger on the Profile 
View will slide the 

Profile Line. 
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Options & Edit Button 

Grade Settings 

Save Graph: 
  This feature will save a screenshot of the side profile and put it in C Drive/ GKData/  
  Grower/ Farm/ Field folder.    
 

Min Grade:    
  Touch the “Min Grade” button, then: 
  Touch + or -  to increase  or decrease Minimum Grade.  
 

Min Depth:   
  Touch the “Min Depth” text/button, then: 
  Touch + or -  to raise or lower the Minimum Depth. 
 

Ideal Depth: 
  Touch the “Ideal Depth” text/button, then: 
  Touch + or - to raise or lower Ideal Depth 
 

Max Depth:   
  Touch the “Max Depth” text/button, then: 
  Touch + or -  to raise or lower the Maximum Depth. 

EDIT—CHANGE these before starting your install.  

Clicking on the Aver-
age / Bottom” button 
will change the method 
of calculation of the 
“Design Line”.  
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Install Control Buttons 

The Install button will allow you to run automatic control of the hydraulics.   

Touch button to toggle between “Stop Install” and “Start Install”. 

When the button looks like this— 
 
“Stop Install” =  Machine Control is working - Auto Plow “ON” 

When button looks like this— 
 
“Start Install” = No Machine Control - Auto Plow “OFF” 
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Line Button 

When you are not Surveying or Installing you can select “Lines” by either tap-

ping on them in the Overhead Map Window or tapping on the “Line” button. 

Below will show the functions of the “Line” button.  

-Profile / World button will toggle between Map Window or Profile view, 

      shifting the location of the  “Line” database. 

-Eye button will make the selected line “Visible” or “Not Visible”  (note  check box) 

-Pencil button will allow user to Edit values in the database. 

-Magnifying Glass will Zoom the Overhead Map view to the selected Line / Flag 

-Flag—Button—Changes to Flags database 

-G—Button—Changes to Guidance Line database 

-S—Button—Changes to Survey Line database 

-I—Button—Changes to Install Line database 

-Button—Deletes selected line in Line Database 
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Line Button 

Navigation tips in the “Line” Button.  
 

To “Hide” a line or a flag. Select it in the Database or in the Overhead 

Map Window, then click on the “Eye” Button. (Checks Vis. check box) 
 

Clicking on the “Magnifying Glass”  will Zoom you to the selected line or 

flag in both the Database and the Overhead Map Window.  

The Three Dot button will open the “Select Columns for Viewing:”  dialog box. 

Check the Items / Columns to view in the database area. Columns will be     

relative to the “Line” or “Flag” box selected.  
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Line Button 

Using the “Line” database allows you to select Lines.  This page will 

show you that you can edit the database.  

 

Below, Line # 9 is selected 

 Tap on the “Pencil” button—Opens the “Layers Attributes” 

 Editable values will show in this window. 

 Scroll / Tap on the value to Change / Edit   (keyboard will open) 

 When finished tap the “Save Changes” button 

Once finished with this function, Tap on the “Line” button or  

Tap Twice on the Settings / Main Screen button.  
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Minimize / Close Button 

Close and Shutdown Buttons 

Touch “Close Program” to close out of SD Drain. This will save all the work that has been done and 

close SD Drain. 

 

Touch “Shutdown” to save all work, close 

the program, and shut down the computer.  

 

You will have to select Yes or No to       

confirm. 
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Touch “Minimize” button to minimize SD Drain and returns to the windows desktop of the        
computer. 
 
 
 
To re-open SD Drain window, touch the SD Drain logo on the bottom windows menu 
bar. 

 

Minimize / Close Button 

Minimize Button 
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Quick Access Buttons—Settings 

Settings Button 

 Press “Settings” button to access the Settings Menu Buttons 

When working in the settings. Tapping or Selecting on Text or 

Verbiage may give you more information on a topic / setting.  

 

Tapping on some Pictures or Images may give you a larger view 

of the setting.  

 

NOTE: “Main Screen” button switches to the “Settings” button 

while running (survey / installing) 
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Settings & Startup—Project Menu 

Project Button—New Project Tab 

 

To Start a New Project: 

 Click on “Project” 

 Choose “New Project” 

 

In the “New Project” window: 

 Select or create Grower / Farm / Field 

 Under Projects: choose “New Project” or a previous “Project” 

 Assign the correct UTM Zone (see map—tap button) 

 Click “Continue” 
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Settings & Startup—Project Menu 

Project Button - Layers Tab - Guidance 

To get to the “Layers” menu (below) - either 

- Tap on “Project” and “New Project”, choose  

   New Project and you will display this screen. 

or 

- Tap on “Project” and “Layers” will allow  

   users to add / remove / switch layers at anytime.  

Guidance 

 Select a Shape (SHP) Line layer used for Tile “Guidance Lines”.  

 Select the layer you want from the dropdown menu.  

 Or choose “Browse from another location”.  

 Reverse Line Button allows you to change direction of lines if not draw in direction of 

water flow.         *Note: Files imported here are designed projects from ADMS (Ag Data Mapping 

Solutions)  SHP from other software will work (Projection = Lat-Lon & WGS84).  
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Settings & Startup—Project Menu 

Project Button - Layers Tab - Elevation 

 

Elevation 
 

 This layer will supply Elevation for Overhead view more important, this layer will 

drive the 3D view.  

 This is an elevation map showing topography. 

 Select the layer you want from the dropdown menu. 

 Or choose “Browse from another location”. 

 File format Surfer Grid 6 - GRD format. (Projection—UTM–WGS 84-meters & Elev=ft.) 

 A color table can also be selected to apply to the Elevation map. 

*Note: Files imported here are designed projects from ADMS (Ag Data Mapping Solutions) 
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Settings & Startup—Project Menu 

Project Button - Layers Tab - Background 

Background 

 This is where to change the layer used for Background or Spectral images. 

*Note: These files are imported data files from previously designed projects in Ag 

Data Mapping Solution.  You will need to place the files in the Windows (C:)

GKData / Grower / Farm / Field folder for the Field that the project is in. 

 This is an image typically made from a top down image of the field.   

 Background images require TWO files to be placed in the Field folder to properly 

load: a .bmp and a .bpw file (e.g. field.bmp and field.bpw). 

 Select the desired image from the dropdown menu. 

 Contact your dealer for additional information. 
*Note: Files imported here are designed projects from ADMS (Ag Data Mapping Solutions) 
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Layer Import 

Importing Background Image to SD Drain: 

 

  From “Background” tab in “Layers” menu, click on dropdown menu. 

  Select “Browse from another location”. 

  Search for files on computer or jump drive using Windows explorer page. 

  Choose the file you wish to use, and press “Open”. 

  This will open a preview to view the file. 

  Process creates a copy of the georeferenced bitmap files (.bmp and .bpw) in the 

Grower / Farm / Field folder for the active Field. 

Project Button - Layers Tab - Background 



45 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

Settings—Project Menu 

Project Button - Layers Tab– Benchmarks 

Benchmarks  
Benchmarks are for repeatability of RTK GPS. It is a real world, known location that can be ac-
cessed at any time based on the coordinates. Benchmarks are very important with any brand RTK 
for repeatability from day to week to year. 
 
Benchmarks should be placed at locations easily accessible in the future (e.g. above a    culvert, 
corner post). 
 
When using elevation data for installation, you should save a benchmark while gathering your data 
and load the benchmark before starting the project.   
 
You need to have the GPS Globe Height and Blade to Ground set correctly. 
 
It is a best practice  to capture a Benchmark at the end of the work day, then load it up before 
moving the implement and restarting your field work again. (The blade must be all the way up at all 
times to avoid settling.)  This helps keep all your GPS synchronized throughout your project. 
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Settings—Project Menu 

Project Button - Layers Tab– Benchmarks 

Benchmarks  
 

 Benchmark Shapefile (points files) must contain an Elevation & Name or ID col-

umns in the database that would represent the from survey or previous installs.  

 Tap the “Name Field” & choose the column with name or ID (Max 19 characters) 

 Tap the “Elevation Field” & choose the column with Elevation 

 To use these Benchmarks, go to “GPS” and “Benchmarks” 
*Note: Files imported here are designed projects from ADMS (Ag Data Mapping Solutions) 

SHP from other software will work (Projection = Lat-Lon & WGS84).  
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Settings—Project Menu 

Project Button - Layers Tab - Boundary 

 

Boundary 
 

 This is where to change the files used for Boundaries around fields or Water-

shed outline polygons or Wetland Setbacks.  

 Select the Boundary layer you want from the dropdown menu 

  Or choose “Browse from another location”. 

*Note: Files imported here are designed projects from ADMS (Ag Data Mapping Solutions) 

SHP from other software will work (Projection = Lat-Lon & WGS84).  
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Settings & Startup—Project Menu 

Project Button–      Save/Load Settings Tab 

 
Steps to save settings to a slot 
 Using the SD Drain menus (Program, Visual, etc.), set up the SD Drain system pa-

rameters (Plow to ground, GPS height, etc.) that pertain to the machine in use.  
 Once all settings are correct, enter the Project—>Save/Load Settings Menu 
 Select open slot by tapping Save Slot # 
 Name selected slot with what machine you are currently using (e.g.Crary 6ft) 
 Press Save Settings on the bottom of the page 
 
Load Settings  
 Select slot according to what settings you would like to load (e.g. Slot 1 Crary 6ft) 
 Press Load Settings at the bottom of the page 
 Settings should be uploaded regarding the slot you selected 

Save/Load Settings Menu 
 In this menu, the user has the ability to save/load all settings designated to a cer-

tain machine in order to refer to them in future use. 
 
*Note: In the picture below, the calculated scraper settings are designated to Slot 1 (13 
yard scraper) and the settings for the box blade are designated to Slot 2 (12 ft. box 
blade) 

*Note: Save Slot 9 is designat-
ed to the system default set-
tings.  The user is not able to 
modify these settings. 
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Settings—GPS Menu 

GPS Button—GPS Control Tab—Serial Connection 

To set up GPS, select Port and Baud rate.  It is recommended GPS always be connected to Port 

COM1.  After Port and Baud are selected, press the “Start” button to begin using GPS.  

 

GPS Settings that need to be set before connecting to SD Drain: 

 Baud Rate 

 Set at 57600 or 38400 (57600 is preferred) 

 NEMA Strings 3 Required 

 GGA — 10Hz or 5Hz (only use 5Hz if 10Hz is unavailable) 

 GSA —  1Hz 

 RMC or VTG (RMC is preferred) - 1Hz  

 GST— optional—provides GPS deviation information 1Hz 

Note: 
Hertz rate is an Estimate - 
based on NEMA strings read 
 
Hertz (Pkts, sec) 0.10    =   10 hz 
Hertz (Pkts, sec) 0.20    =     5 hz 
Hertz (Pkts, sec) 0.50    =     2 hz 
Hertz (Pkts, sec) 1.00    =     1 hz 
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Settings—GPS Menu 

GPS Button—GPS Control Tab—Wireless Connection 

To set up GPS, select IP and Port.  The default settings are IP 127.0.0.1 and Port 8704, do not 

change these unless told to do so by a support representative..  After IP and Port are selected, press 

the “Start” button to begin using GPS.  

 

GPS Settings are the same as a serial connection 

Cable will connect to the DAC 8000 instead of the computer 

 Baud Rate 

 Set at 57600 or 38400 (57600 is preferred) 

 NEMA Strings 3 Required 

 GGA — 10Hz or 5Hz (only use 5Hz if 10Hz is unavailable) 

 GSA —  1Hz 

 RMC or VTG (RMC is preferred) - 1Hz  

 GST— optional—provides GPS deviation information 1Hz 

Note: 
Hertz rate is an Estimate - 
based on NEMA strings read 
 
Hertz (Pkts, sec) 0.10    =   10 hz 
Hertz (Pkts, sec) 0.20    =     5 hz 
Hertz (Pkts, sec) 0.50    =     2 hz 
Hertz (Pkts, sec) 1.00    =     1 hz 
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Settings—GPS Menu 

GPS Button—GPS Control Tab 

Show Emulator 

The Emulator is for playing back data collected in field. 

Click the “Show Emulator” check box. 

 This will open the GPS Emulator window. 

 Use the “Browse” button to find the data you want to play back. 

 Click the “Play” button.  

Notes: - File being used for Emulation must be located in a different “Field” if using any buttons in SD. 

           - Port and Baud settings have no effect on the use of this feature.  
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Settings—GPS Menu 

GPS Button—GPS Data Tab 

If you select “GPS Data”, the current GPS quality will be displayed.  Various pieces of 

GPS data are displayed on the left.  The absence of information in a field may indicate 

improper setup of GPS data output (typically a lack of necessary NMEA strings). 

 

Clicking the “Show Sentence Received Information” check box will show, in real time, 

data being received on the COM port selected in the GPS Control menu. 

 

If GPS is ever lost or quality degrades to an unacceptable level (due to bad satellites, 

trees, broken cables/antennas, etc.), a red flashing box will appear on the home page 

indicating you have bad signal. 
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Settings—GPS Menu 

GPS Button—Satellites Tab 

This shows the current satellites that are being used. 
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Settings—GPS Menu 

GPS Button—GPS Criteria Tab 

Definitions: 

VDOP:   The Vertical Dilution of Precision. Default is 3. 

HDOP:   The Horizontal Dilution of Precision.  Default is 3. 

Diff Age:   Differential Age is the time in seconds since the GPS has received a correction 

    from  the base station.  Default is 5. 

Fix Quality:  Quality of the GPS needed to work.  RTK Fixed should always be used; all oth-

    ers will be less accurate. RTK Float would be for corrected GPS but not as ac-

    curate as RTK.  GPS fix is for WAAS GPS. Simulated- used in office or demo. 

Hor. Error:  Horizontal  error of the GPS messages. Default is 0.1 (only if using GST). 

Vert. Error:  Vertical error of the GPS messages. Default is 0.1 (only if using GST).. 

GPS Smoothing:  Amount of smoothing applied to incoming attitude data and Profile line data. 

DO NOT CHANGE FROM DEFAULT SETTINGS UNLESS DIRECTED BY A TECHNICIAN 
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Settings—GPS Menu 

 

Benchmarks are very important for repeatability from day to week to year.  This is critical when using 

“quick survey” portable base stations.  Benchmarks should be placed at locations easily accessible in 

the future (e.g. above a culvert, near a corner post).  The GPS Globe Height must be set correctly to 

utilize. 

 

To create a Benchmark: 

 Center the “GPS Antenna” over the Benchmark and lower plow, flat to the ground. 

 Press “Add New” and wait for the progress bar to finish. 

 

To use an existing Benchmark: 

 Center the “GPS Antenna” over the Benchmark and lower plow, flat to the ground. 

 Press “Start Correction” and wait for the progress bar to finish. 

 

If the program closes, or the computer loses power or is restarted and the base station has not been 

restarted or moved, press “Use Previous Offset”. This function only recalls the last used offset.  

 

Do not use “Use Previous Offset” option if your base station has been restarted or moved. 

GPS Button—Benchmarks Tab 



56 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

 

Settings—GPS Menu 

 

Renaming a Benchmark:     

 Double tap under the “Name” column.  Enter the new name with the pop up a keyboard.   

 Recommend something simple like “NW Approach” (limit of 19 characters).    
 

Entering a Description for a Benchmark: 

 Double tap under the “Description” column. Enter detailed location information.   

 Example “NW Approach Antenna over center of approach center of culvert” 
 

Temporary Benchmarks can be established at the end of the day so there is no need to return to 

the original Benchmark.  NOTE: Temporary Benchmarks are based off location of parked equipment, 

no Physical Flag to return to. Follow instructions!  
 

Creating a Temporary Benchmark: 

 Set the plow down flat on the ground. Press “Add New” wait for the progress bar to finish. 

 Recommend naming it as the date.  Example “11272016”.   

 Do not move the machine and turn everything off.   
 

Correcting to Temporary Benchmark:  

 Next day DO NOT move the machine until the Temporary Benchmark is selected. 

 Press “Start Correction”, wait for the “Progress” bar. Now ready to install tile.  

 Note: If the machine is moved first, you will have to return to your initial Benchmark. 

GPS Button—Benchmarks Tab 
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Settings—DAC Menu 

DAC Button—DAC Control Tab 

Connection to the DAC is required for blade control to function.  In SD Drain™, go to the Settings 
Menu -> DAC Menu -> DAC Control.  Under “Status” it should say “DAC Detected”.  If it doesn’t 
verify settings and then click the green arrow to connect.    
 
Configuration settings for wireless are on page 54 and wired connections page 53. 

If everything is correct “DAC DETECTED” 

will be displayed under “Status” .  
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Settings—DAC Menu 

DAC Button—DAC Control Tab — Wired Connection 

From the “DAC Control” menu (Settings screen  DAC -> DAC Control) select the 
“Serial” radio button.  Once selected “Port” will be blank and “Baud” will be 57600.  
Select the COM Port that you have the DAC connected to from the drop down box.  
Refer to the chart on this page for common ports. 
 
When you have completed any changes needed click the green arrow to connect.  
When connected “DAC DETECTED” will be displayed under “Status” 

If everything is correct “DAC DETECTED” 

will be displayed under “Status” .  

DAC Port Selection 
 

Common Ports: 
External DAC 
Sailor - COM 2 
VX-601- COM 2 
AFL 2 - COM 3 

 

Internal DAC  

AFL 2 - COM 9 

 

Internal DAC may be on another port.  

If COM9 is not listed check Device 

Manager to determine which port has 

been detected or call tech support  

 

Press the green arrow to 
connect to the DAC  
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Settings—DAC Menu 

DAC Button—DAC Control Tab — Wireless Connection 

*See your  DAC Installation & Tuning Manual for more instructions. 

If everything is correct you should see 

“DAC DETECTED” under “Status” .  

DAC Wireless Settings: 
 

IP 127.0.0.1 

Port 8703 

 
Aux Ports are for additional 

sensors.   

 

Slope Sensor: Port 8705  

 

Select “Wireless” 

Click “+” to add sensors 

From the “DAC Control” menu (Settings screen  DAC -> DAC Control) select the 
“Wireless” radio button.  Once selected the IP and Port will populate.  The default 
setting should be correct and shouldn’t be changed unless told to do so by tech 
support. 
 
To add a sensor click on the “+” button below “Aux Ports” and enter the port 
associated with the sensor you are adding. 
 
When you have completed any changes needed click the green play button to 
connect.  When connected “DAC DETECTED” will be displayed under “Status” 

DAC 8000 communications 

Port is 8703 do not change 

Default IP is 127.0.0.1  Do not change 



60 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

 

Settings—DAC Menu 

Press “DAC” and then “DAC Data”. 

Shows “Pitch” and “Roll” information if a slope sensor (DAC2X-2) is connected. 

Click “Show Sentence Received Information” to show, in real time, data being received 

on the COM port selected in the “DAC Control” menu. 

Note:  Values are in degrees not “Grade” 

DAC Button—DAC Data Tab 
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Settings—DAC Menu 

DAC Button—DAC Settings Tab 

Press the DAC then DAC Settings button 

 

DAC Speed: Minimum Speed for SD to send data to the DAC. Speeds SLOWER than this value the  

                           will result in no up / down movement of the plow from the DAC.   Setting this to 0 may  

   cause movement of the boot while sitting still and is NOT recommended for safety  

   reasons. 
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Settings—DAC Menu 

DAC Button—DAC Settings Tab 

Pitch Adjustment: Amount of grade the pitch of the plow is adjusted when installing tile. This value  

                                   adjusts the values being read by SD coming from the DAC2X-2.  

                                    “ - ” will move the tip of the plow down and “ + ” will move the tip up 

    Typical Range  0.1 to –0.1 

 

NOTE: Pitch adjustment only applies to plows that have a slope sensor.   

 

Deadband Amount:  Amount off the design line the plow is allowed to be before the program sends a  

    movement command.  This can be helpful during poor GPS conditions to help 

    keep the plow from moving do to GPS jumps.  Not recommended to change 

    unless directed to by a technician. 

 

Dual Link Pitch Only: This setting allows users with dual link plows set up to control both pitch and 

    elevation to control pitch only without switching the hoses on the tractor.   

    Movement commands are sent to the pitch cylinders and the main cylinders need  

    to be set to float.  This is useful if plowing in very rough field conditions and the  

    hydraulics are not able to keep up with the up/down movements. 

 

Allow Joystick Override:  Enable/Disable commands sent from the DAC to turn off and on the Auto  

    button. 

 

Version:  Installed version of DAC firmware 

 

Send Command:  Enter commands to be sent to the DAC. 

 

Message Box:  When checked shows messages being sent by the DAC. 

 

Slope Sensor:  Enable/Disable the slope sensor if attached. 
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Settings—DAC Menu 

DAC Button—DAC Settings Tab 

Tare Pitch and Zero Roll buttons:  Level the plow and press these buttons to zero out (tare) the slope  

       sensor 

 

Pitch/Roll Messages:  Enable/Disable sending pitch and roll messages to SD Drain.  These messages 

    are used for GPS compensation do to the tilting of the plow. 

 

Fore Slope Control:  Enable/Disable pitch control. 

 

Cross slope Control:  Enable/Disable cross slope control.  Should be off unless instructed by  

    technician to turn on. 

 

CAN Joystick:  Enable/Disable CAN based multi-function joystick. 
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Settings—DAC Menu 

DAC Button—DAC Config Tab 

List of available configurations. 
Double click or press “Open 

Configuration to load on DAC” 

Information screen.  Will display 
configuration notes for selected 
configuration or configuration 
parameters when you click on 

“View Config” 

 

DAC Channel you are 
tuning.  Normal setup: 
1 Elevation 
2 Slope 
3 Steering 

Tune settings currently loaded in the 
DAC.  Changes can be typed in to 

these boxes also. 

 

Use the “Swap” button to reverse 
the direction the blade moves.  Does 

not work with PWM valves 

Open the selected 
configuration and 
load it in the DAC 

Save the current configuration to the 
configuration list so it can loaded 

again. 

View the selected 
configurations 

parameters in the 
information screen 
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Settings—DAC Menu 

DAC Button—DAC Config Tab 

Commits the settings in the DAC 
to memory.  If you do not “Save 
Config” the changes you made 

will reset when the DAC is 
turned off. 

Adjustments made on this page will cause implement movements which should only be 
done in and open and clear area.  There should be no persons near the implement  while 

adjustments and tuning are being done. 

The amount of time in 
milliseconds the DAC 
will output after it has 
received a command. 

Sends the current settings to 
the DAC.  Adjustments made 

on this page will not take 
effect until you have pressed 

the ”Set Tune” button. 

Type of control the selected 
DAC channel is set to. 
 
Analog - 5v joystick emulation 
John Deere and Case tractors. 
 
PMW - PMW valves. 
 
Bang Bang - On/Off valves. 
 
Duty Cycle - Ratio-metric 
valves center voltage is half of 
input voltage.  Dan Foss valves 
w/electronic control 
 
ISO11783 - ISO11783 “ISO 
BUS” CAN control.  Primarily 
used on CAT Challenger C 
series and newer. 
 
J1939 Data - J1939 CAN 
controls.  Primarily for self 
propelled plows 

Pressing the Pulse + or - button 
will send a command to the DAC 

to move the controlled 
implement for 1 second.  + 

should move the implement up 
and - should move it down. 

Opens the DAC Configu-
ration utility 

The numbers in these boxes 
represent the command that 
will be sent to the DAC when 

a pulse button is pressed.  
This number can be changed 
by moving the sliders or by 

typing a number in manually.  
When the “Set Tune” button is 
pressed the number in the box 
will become the “First Step” in 

the DAC “Tune Settings”. 

Use the sliders to set the minimum movement 
“First Step”.  Moving the slider will send move-
ment commands to the DAC.  The arrows on 
the top and bottom of the slider can be used to 
move the slider up or down. 
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Settings—Visual Menu 

Visual Button—Graph Tab 

Definitions: 
 
Colors:       Change by clicking on the “Colors Squares”.  

Line Width:     Size of the Lines in pixels wide.  

Indicator Size:    Size of the Indicator in Profile View in pixels tall.  

Graph Legend Hidden:  Hides Graph Legend. 

Graph Legend Full Size:  Largest view of Graph Legend, most items. 

Graph Legend Minimal Size: Smallest view of Graph Legend (above). 
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Settings—Visual Menu 

Visual Button—Indicator Bar Tab 

The vertical side bar on the main screen will allow the user to nudge up/down (+/-) from 

the Design Line. This screen allow you to set warning distance (+/-). The buttons will 

change color to indicate how far off the Proposed Cut. See next page for more info. 

 

If the user does not want to view the horizontal or vertical bar on the main screen, 

make sure the check mark is not checked in the “Show on work screen” box. 

 

Check “Color Blind Friendly” to see the arrows in a “Grayscale” color palette.  

 

By clicking on the “Text” user will see the “Arrows” light up. Above example is clicked 

on “Slightly Off Grade:”. 
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Settings—Visual Menu 

The Vertical Bar gives Plow distance from Design Line and Color Range warnings in Install Mode.  

   On Grade                  Slightly Off                    Medium Off                   Way Off                       Out In Left 
                                        Grade                            Grade                          Grade                             Field 
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Settings—Visual Menu 

Visual Button—Indicator Bar Tab 

The horizontal top bar is for steering guidance side to side (to change settings on the 

horizontal top bar, select “Horizontal Indicator Bar” on the top of the screen). 

 

The “Spacing” value is in “Inches” per indicator arrow.  

 

If the user does not want to view the horizontal or vertical bar on the main screen, 

make sure the check mark is not checked in the “Show on work screen” box. 

 

By clicking on the “Verbiage” user will see the “Arrows” light up.  

Note:  

When running there will be a 

“Number” in this box. This is the 

Number of Feet Left / Right from 

the original survey.  
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Settings—Visual Menu 

Visual Button—Map Tab 

Definitions:    Settings affects the view in overhead map & 3D windows. 
Tile Lines 
 Survey Color:  Color of - Survey Line 
 Selected Color:  Color of - Selected Line that will show in the overhead view  
 Design Color:  Color of - Design Line to be installed off of. 
 Install Color:   Color of - Installed Tile Line 
 Width:    Line Width Size in number of pixels wide.  
       Show Grid Lines  Check to use Uniformly space Guidance / Grid lines.  
       GPS Off Screen Options: How Overhead Map view responds to cursor & data. 
       GPS Symbol:          Size and color the implement icon is on the screen. 
 Indicator :    Color of the icon showing the implement’s current position . 
      Plus Size of the icon in pixels 
 Outline:    Color & Size in pixels of the outline of the indicator icon. 
 3D size:    Size of the outline of the indicator icon. 
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Settings—Visual Menu—Grid Lines 

Visual Button—Map Tab—Grid Lines 

Grid Lines—are useful functions that allow the user to layout a series of parallel lines 

on the screen. These Grid Lines can be rotated and shifted around to meet your needs. 

These lines can be used as rough guidance for tile layout and spacing. 
 

To use Grid Lines. Check them on in the Visual Button—Map Tab- 
 

In the “Overhead Map” view you will 

see a “Grid Layout Tool”.  
 

1. Line Spacing—Type value 
 

2. Rotate Lines— 

 Slide finger around the Degrees 

  button 

     Or 

 Type in value 

 

3. Align the lines– press & hold on the 

    finger button, by sliding you will see 

    the line move.  
 

Note: this is also how to change the loca-

tion of the Grid Layout Tool. So consider 

this before adjusting & Locking in lines.  

 

4. Lock– Tapping here will hide the tool 

leaving just a small white circle and 

“lock” in the lines at this spacing / 

heading / location.  

 

5. Recall the full button Tap Circle 
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Settings—Visual Menu 

Visual Button—Units Tab 

Show Position In:  
UTM;  
Decimal Degrees;  
Degrees, Decimal Minute; 
Degrees, Minute, Seconds 
 

Select UTM Zone if that is 
selected. 
 

Show Speed in:  
Miles Per Hour 
 
Show Altitude in:  

Feet or Inches or Meters 
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Settings—Program Menu 

Program Button—Profile Tab (page 1) 

Definitions: 
 

Minimum Grade:  Desired minimum Grade  1 ft drop in 1,000 ft = 0.1 Grade 

Grade Increment:  The amount to adjust the grade by clicking the “+ -” buttons in the profile  

                                            view while running.  

Minimum Depth:  Minimum depth of the tile to the top of the Pipe in Feet, calculated using  

                                            the outer diameter from the “Tile” tab.  

Maximum Depth:  Maximum depth of the tile to the bottom of the Pipe in Feet.  

Ideal Depth:    Optimum depth of tile measured to the bottom of the Pipe in Feet. 

Max Start Distance:  Max distance the Install can be from the Survey line in Feet before Errors  

                                            show up in the running window.  
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Settings—Program Menu 

Program Button—Profile Tab (page 2) 

Definitions: 

 

 

Max Elev Variance:  Max variance in elevation (in feet) before the Design Line is redesigned. 

                                            Commonly referred to as the “Rock Hit” setting.  

Large Nudge:  By tapping this button, how far to move the current Design line (in inches). 

Small Nudge:  By tapping this button, how far to move the current Design line (in inches). 

Tile Design: Bottom: Design calculated to the bottom of Design Line or deeper (bottom of pipe). 

   Average: Design calculated to the average depth of Design Line (bottom of pipe).  

 



75 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

 

Settings—Program Menu 

Program Button—Profile Tab (page 3) 

Definitions: 

 

 

 

Tile Flex:     High Tile Flex allows up/down movement in shorter distance. Low 

      Tile Flex move up/down over longer distances.      

      (see pictures in software) 

Reverse Survey:   “On”, it allows surveying with the machine in reverse        

      while maintaining the correct L/R offsets for display and recording.            

      (Typically turned on for mounted and self propelled plows.) 

Surveyed Laser Level Off: “On”, Drive Survey, Design Line calculated using a fixed / single  

      grade. Profile will have Max/Min/Ideal Depth functions.  

No Survey Laser Level Off: “On”, No Design Line, install using a fixed / single grade.  

      Profile will NOT have Max/Min/Ideal Depth functions.  
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Settings—Program Menu 

With Reverse Survey “ON” this 

allows you to survey with the ma-

chine going backwards.  Typically 

used in mounted or self propelled 

plows.  If the plow has GPS off-

sets and you are surveying while 

backing up, this must be used for 

correct recording of tile place-

ment.   

Program Button—Profile Tab—Reverse Survey 

With Reverse Survey “ON” 

 

Tap Start Survey 

 

This window will pop up. 

Click “YES” if you are planning 

to survey backing up, “NO” if 

you plan to survey driving      

forward. 

Survey in direction of water flow 

until plow is over start hole. 

 

Press Stop Survey 
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Settings—Visual Menu 

The Vertical Bar can be used to change the Tile Depth on the fly.  Here Tile Depth is 1.82 feet, this 
position can be changed to show other values.  

This can be touched to move the Final Grade line 2.0” down. 
 
 

 
This can be touched to move the Final Grade line 0.5” down. 

 
The center  shows how far off the Design Line in FEET 

 
 

This can be touched to move the Final Grade line 0.5” up. 
 

 
This can be touched to move the Final Grade line 2.0 “ up. 

Arrow Nudge values are 

set in the “Program” & 

“Profile” Settings 

Large Nudge—inches 

Small Nudge—inches 

Vertical Indicator—Button Functions 
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Settings—Program Menu 

To set Plow to 

Ground - Tap the 

“Calculator” and 

follow the instruc-

tions in the pop up 

boxes. 
 

Insert accurate   

values into each 

field.  

Program Button—Machine Tab 

Input the required settings for the Machine (Tile Plow) you are working with.       

    Note: The instruction box to the right.  Accuracy of these inputs is important, use a tape measure.  

Definitions: 
 

Plow to Ground:    The distance from the bottom of Plow in highest raised 

        position to flat ground (in inches).  

       **Touch the Calculator to set automatically. GPS is 

      needed, this is the suggested method.** 

GPS Globe Height:   The distance from the GPS Globe to the bottom of  

       the plow (in inches).  

GPS Offset Fore(+)/Aft(-):   The distance, in inches, from the center of  the GPS 

        globe to the Tip of the Plow. 

GPS Offset Left(+)/Right(-):    The distance, in inches, from the center of the GPS  

       globe to the center of the Plow.  
 

NOTE: Clicking on the “Text” & “Pictures” will give more information.  
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Settings—Program Menu 

Program Button – Tile Tab 

Saved Tile Parameters - List of all created Tile.  

- Button will “Add” a new Tile to the “Saved Tile Parameters” list 

- Button allows you to “Edit” the “Active Tile”  

- Button will “Delete” the “Active Tile” 

Type - Select the type of tile that you are using 

Size - Select the Size of the tile inner diameter in inches 

Outer Diameter - Outside diameter of the tile in inches 

Perforation - Style of perforation that you are using (solid, perforated, sock, knifecut) 

Show Tile Button-Puts a “Tile List” button in the “Map Window” (change tile on the go) 
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Settings—Program Menu 

Program Button – Tile Tab 

Show Tile Button - When “Checked” all the 

“Saved Tile Parameters” with a “CHECK” in 

front of them will show in the “Tile Button”.  

Tile Button - Shows in “Map Window” 

 - Push and hold on the “Hand” button you 

can re-position the “Tile List”.  

 - Tap the “Pipe Size” and you can change 

pipe size at anytime.  
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Settings—Program Menu 

Program Menu– Support 

 

Online Help:   This allows a technician to remotely log-in to the computer  

     for diagnostic reasons.  An internet connection is required. 

Check for updates: This allows the user to connect to the SD Drain update   

     server to check for any available updates. 

License Agreement: This will display the license agreement. 

Manual:    This will bring up a digital version of the manual. 



82 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

Settings—Program Menu 

Program Button– Export Tab—Project 

 Open the project to export.  

 Tap “Export” button then “Project” Button. 

 A window will open and ask where the files 

should be exported to C:/GKData or 

Browse   to a USB Drive Letter. 

 Click “OK”. 

 



83 

SD Drain Tile  User Manual  -  Distributed by Rust Sales, Inc. -  800-478-7801  -  www.sddrain.com V050719 

Settings—Program Menu 

Program Button– Export Tab—Reports 

 Open the project to export. Zoom to extents of 

project.  

 Tap the “Export” button. 

 A window will open and show where the files are 

to be exported to. C:\GKData or Browse 

 To add your company logo Click Browse 

 Add any notes to be displayed on report 

 Click “OK”. 

 See the section on “Import” for more info.  

Note: Report prints at the zoom level displayed suggest turning 

off side profile.  Also suggest selecting “NONE” for guidance lines 

and having a plain  NAIP .bmp background  image  loaded for 

exports. 
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Settings—Program Menu 

Program Button– Export Tab—Reports 

Page 1 with Background image                   Page 2 no background image 

Page 3+ Install date, Total length, Average 
Grade, Average Depth per tile type and 
per run. 

If   is checked the side profiles of 
each run will be included in the report.           
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Folder Structure & Exporting From ADMS 

Within ADMS there is a specific folder hierarchy that allows users to organize and access the data 
easily and efficiently. To send data to SDDrain this folder structure will be kept the same for the 
software to read the data properly. This allows ADMS users a smooth transition when sending data 
to SDDrain.  
 

1. Root Data Folder—This is where all the data is stored. (C:/GKData ) 
2. Grower Folder—Within the root data folder, contains farm folder.  

3. Farm Folder—Within the grower folder, contains field folder.  
4. Field Folder—Within the farm folder, contains all GIS field data.  

 

Even though SDDrain will be able to read many of the same files that are used in ADMS there are 
certain “in-field” limitations and certain files should not be sent to controllers and field computers. 
Knowing which files to send to the field will make the transfer of data and operation of SDDrain 
much smoother.  
 
*Note: One difference between ADMS and SDDrain is how each program deals with subfolders 
within the field folder.  
 

 ADMS has a data tree that allows users to create subfolders for organizing their data in 
the field folder. For example: In ADMS tiling projects for each year could have their own 
folder containing each project (Tile 2015, Tile 2016, etc…). The data will stay organized 
avoiding clutter and confusion in the data tree with multiple projects.  

 
 SDDrain is an in-field program and the data tree is not needed. Therefore, when import-

ing data into SDDrain the software will look in all subfolders within the field folder and 
read the data. For example: When importing the same files SDDrain would read all of the 
files in the 2015 Tile and 2016 Tile folder. This could cause confusion if files were named 
the same in each folder and potentially cause the operator to use the incorrect file for the 
required project.   

 
These are small but important differences. It means that data can not just be moved into subfold-
ers in ADMS and expect not to be seen in SDDrain. To avoid confusion for the person operating 
the scraper, only send data that will be used for a particular project to SD Drain  
 
There are two different ways the data can be exported to SDDrain.  
 
Create a new Grower-Farm-Field hierarchy on the root data folder going to SDDrain.  

1. After the folder structure is created, use the Save-As functions in ADMS to send the data 
to the appropriate folder. This way only the correct files will be transferred to the field 
computer.  

2. Copy and paste the required files to the new field folder going to SDDrain.  

Data Structure: SDDrain                      Data Structure: ADMS Data Structure: File Explorer                 
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Types of Data for SD Drain 

Copying Data For SDDrain 

The two required file types are:  
 
 BMP Files: This file will be the background map or the layer 

created using the print map to bitmap function in ADMS 
  NOTE: example sending multiple BMP’s Can only view 
      one at a time in SDDrain. 

 Copy .bmp & bpw 
 

 GRD Files: These files will be the 3D layer in SDDrain. Files 
coming from ADMS are RTK.grd or LIDAR.grd .   

 Recommend to clip the elevation layer to the field and not 
import a larger area into SDDrain and “Crop NULL Value” 
in ADMS before exporting or moving 

 Copy .grd & .gdw & .COL_TAB 
 
Since there are some hardware and software limitations please be 
aware of file sizes. Stay below 5 MB for maximum efficiency, and 
do not ever exceed 10 MB.   
 
If you choose to bring across “Boundary.shp”  

 Copy .shp & .shx & .dbf & .GKT_VAF 

To view the files size:  
 

 Open windows explorer and browse to the correct file.  
 

 Right click on the file name and select properties.  
 

 In the middle of the window that appears the file size 
will be displayed.  

 

Shapefiles 
 Profile Layer: Ditch lines that will generally be 

collected in the field, or drawn in ADMS off of 
survey data.  

 Name Field: DBF column name that de-
scribes the line.  

 Boundary: This is the field boundary 
 Benchmark Layer: Generally a point SHP file.  

 Name Field: DBF column that describes 
the benchmark.  

 Elevation Field: DBF column that con-
tains the elevation readings. 

 Rasters 
 Elevation: A surface layer (*.grd) that con-

tains the elevation data for the field.  
 Image Layer: A background map (*.tif, 

*.bmp) that will be used during the project.  
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Contact Us 

 

Contact Us: 
 

Rust Sales, Inc. 
2964 164th Ave. SE. 
Harwood, ND 58042 

 

Phone:  701-282-9194 
Toll Free: 800-478-7801 
Fax:  701-282-0099 

 
Hours: 

 Monday – Friday  8:00 am – 5:00 pm 
 Saturdays  8:00 am – 12 Noon (Apr – Nov) 

Closed Sundays and Holidays 
 

After Hours Tech Support: 
Chris 701-371-3040 

 

www.rustsales.com  
 

Follow Us: 


